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For information on your local stockist contact
our Marketing Department

telephone: 0870 7575 400
fax: +44 (0)1594 545 445
email: marketing@coopersecurity.co.uk

Menvier is a leading brand of Cooper Security Ltd, part of
Cooper Industries, which employs over 28,000 people at more
than 100 manufacturing sites around the world.
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Control Panel Speech Dialler BT Line

SD1
Flexibility in control
The SD1+ speech dialler is the ideal companion for

virtually any alarm control panel as it provides additional

protection, rather than relying on the outside bell to

attract attention. When the alarm is triggered, the SD1+

speech dialler will ring a combination of four different

numbers (including mobile phones) to alert people you

know and trust so they can investigate appropriately.

The unit stores up to four pre-recorded messages which

can be used to warn of four different situations, e.g.

burglary, personal attack, fire etc. These are specific to

your alarm system and can be changed as often as desired.

Flexibility in detail
The SD1+ speech dialler is connected between the alarm

control panel and the telephone line. It behaves like

another extension to the telephone and does not affect the

normal operation or that of any other extensions fitted.

However, if the SD1+ is operating, the messages will be

heard if any handset is lifted. The SD1+ requires no

batteries as its power is derived from the alarm control

panel. The SD1+ speech dialler accepts four inputs which

in the example above are: A – fire, B – personal attack

(PA), C – burglary and D – auxiliary. These inputs

correspond to the messages (A, B, C & D) that the SD1+

sends out and should be recorded as such. If the alarm

control panel does not have a fire monitoring capability

then the SD1+ can accept a direct connection from a

suitable smoke alarm (as shown).

Ease of use
The SD1+ speech dialler is simple to operate with

clear ‘on screen’ instructions guiding the user through

programming messages and telephone numbers.

Recording a message is easy as the SD1+ has a built-in

microphone and speaker so that phrases can be recorded

and replayed directly into the unit. On activation, the

SD1+ can dial up to four telephone numbers. When the

outgoing call is answered the SD1+ plays a common

phrase which normally states your name and address and

one of four phrases: A, B, C and D relating to the inputs

from the control panel (PA, burglary, fire and auxiliary

in our example).

On receiving the call from the SD1+ the person answering

acknowledges the call by pressing the number 8 on their

telephone. They can then carry out appropriate action.

If the message is not acknowledged, then it is repeated for

one minute after which the dialler aborts the call. It then

dials the next number.

Technical Specifications

Model Dimensions (W x H x D)

TSDI-EF - France variant 150 x 104 x 30mm

TSDI-ENL - Benelux variant

TSDI-I - Italy variant

TSDI-UK

TSDI-E - Europe variant
except France


